<DATE>

METHOD STATEMENT

CONTRACT:

DATE: 14-06-2011

PROPOSED ACTIVITY: Slurry batching and RAP / Aggregate stockpile sites
WHAT WORK IS TO BE UNDERTAKEN:

Establishment of Slurry batching and RAP / Aggregate Stockpiles.
To serve as a baseline from which environmentally sustainable batching and stockpiling
can be implemented and improved on.

Also refer to Environmental Plan for Temporary Slurry Batching and RAP / Aggregate

WHAT ARE THE ENVIRONMENTAL IMPACTS AND POTENTIAL ENVIRONMENTAL
IMPACTS ASSOCIATED WITH THE WORKS? (Briefly describe)

Visual impacts
Damage to the natural vegetation and surrounding environment

Dust pollution

WHERE ARE THE WORKS TO BE UNDERTAKEN:

Within the site boundaries as shown on the site diagram supplied with this method

statement.

HOW ARE THE WORKS TO BE UNDERTAKEN: (Provide as much detail as possible,

including maps and plans where possible)

The respective sites will be prepared by means of removing and stockpiling the topsoil to a
depth of 150 mm. The existing grass will be left and mixed in with the topsoil stockpiles.
These stockpiles will be neatly positioned on one of the non-access boundaries (see
boundary restrictions below) of the site.

Stockpiles will not be higher than 3 meters, will be sloped to prevent erosion and will be
monitored for growth of alien vegetation, which will be removed if required. No trees may
be included into or removed from any sites.

Topsoil stockpiles are to be kept inside of the site boundaries.

All stockpiles must not have a slope of greater than 1:2.
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Erosion will be monitored on all stockpiles and on all exposed soils of the respective sites.
Erosion detected will be remediated in terms of the cause and effect.

Stockpile encroachment outside of the prescribed stockpile sites will not be allowed.

A small stormwater cut-off channel should be used along the incoming stormwater edge of
all stockpiles to prevent unnecessary water seepage into stockpiles.

Dust levels from the stockpiles will be monitored on an on-going basis.

If required, dust will be supressed by means of watering and other approved dust
suppressants. When water for dust suppression, care will be taken to prevent run-off.

Were required stockpiled materials will be covered with a suitable tarpaulin to prevent wind
generated dust.

Best Practicable Environmental Option (BPEO) & Best Available Technologies Not
Exceeding Excessive Costs (BATNEEC) principles will be applied at all times.

DECLARATIONS:
1) ENVIRONMENTAL CONTROL OFFICER

The work described in this Method Statement, if carried out according to the methodology

described, is satisfactorily mitigated to prevent avoidable environmental harm:

(signed) (print name)
Dated: .
2) PERSON UNDERTAKING THE WORKS (i.e. Contractor)

| understand the contents of this Method Statement and the scope of the works required of
me. | further understand that this Method Statement may be amended on application to
other signatories and that the ECO and ER will audit my compliance with the contents of
this Method Statement.
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3) APPROVING AUTHORITY (i.e. ER / Engineer)

The works described in this Method Statement are approved.

(signed) (print name) (designation)
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